
VGA 1.3 M pixel 2 M pixel 

Wireless 

indoor 

Wired 

outdoor 

WL-350HD 

POE-100HD POE-100HD-ICR POE-200HD 

WN-2600HD WN-200HD 

POE-2600HD IP-200PHD 

OD-2025PHD OD-2025HD OD-325HD OD-600HD POE-250HD 

Wired 

indoor 

AirLive IP Camera family (2011) 

AirLive IP Camera Family (2011) 



AirLive IP Camera 2 M pixel specs (1) 



AirLive IP Camera 2 M pixel specs (2) 



AirLive IP Camera 1.3 M pixel specs (1) 



AirLive IP Camera 1.3 M pixel specs (2) 



AirLive License Software 



Campro Professional vs. Campro Express 64v2 

Campro Professional Campro Express 64v2 

Number of Channels 64 64 

Client/Server Yes No 

Camera Tempering 
Detection 

Yes Yes 

Video Analytic Smart Motion 
Object Loss 
Foreign Object 
Trip Wire 
Object Counting 
Face Counting 

No 

Image Enhancement Yes No 

E-Map Unlimited 2-Level 

CMS Lite Yes (256 Channels) No 

Muti-Monitor Support 5 Monitors 2 Monitors 

Camera Supports More than 30 brands AirLive, AXIS, Sony, Vivotek 

Licensing Purchase by channels, USB 
Keypro protect 

Free 



Examples: Object Counting 

Object Counting let store owners to calculate the number of customers in and 

out of the stores.  You can choose one direction or both direction for counting.  

The number can be display on screen and saved to a database file. 



Examples: Face Counting 

Face counting allows you to keep track of the number of people at a particular 

location.  



Examples: Image Enhancement 

Image enhancement can improve the visibility of your video image.  It can be 

applied during recording or playback. 



The CamPro Professional comes with a bundle CMS lite application to central 

manage up to 256 channels of camera from your NVR or Campro Professional 

Installations.  It is a perfect solution for franchise stores or branch offices. 

Examples CMS Lite 



AirLive POE switches 

Model POE-
FSH2422G-390 

POE-
FSH2422G-250 

POE-
FSH1608 

POE-
FSH804 

POE-FSH8PW 

POE Standard 802.3af 48Volt 802.3af 48Volt 802.3af 
48Volt 

802.3af 
48Volt 

24V Passive PoE 

PoE Ports 24 24 8 4 8 

10/100 Port 24 24 16 8 8 

Gigabit Port 2 2 0 0 0 

SFP Gigabit Fiber 2 2 0 0 0 

Web Managed Yes Yes No No Yes 

Total Power 390W (Full 

Power to all 24 
ports) 

250W 120W 55W 130W 

Cabling Distance 100m 100m 100m 100m 100m 

Power Adapter Internal Internal External External Internal 

Application IPCAM, AP IPCAM, AP IPCAM, AP IPCAM, AP Passive PoE AP/CPE 

Supported 
AirLive Models 

AirLive 802.3af (48V) PoE IPCAMs, A.DUO, WL-5470POE, N.TOP • 24V PoE Devices: IP-200PHD-
24 and IP-200PHD-24B 

• 12-24V PoE Devices : G.DUO, 
AP60, AirMax2, AirMax5 

Availability Nov, 2011 Nov, 2011 Now Now Nov, 2011 


